
 

MTM® 46 Prepreg

MUS - US GHS Label Template Required: x

MTM® 46 Prepreg
Resin impregnated on structural fabric or fiber

GHS Labeling
Signal Word
Warning

Hazard Statements
Causes skin irritation
May cause an allergic skin reaction

Cytec Other Hazards
Polymerization may occur from excessive heat, contamination or exposure to direct sunlight. By excessive exposure to
dust, eye and respiratory tract irritation is possible.

Precautionary Statements
Wash face, hands and any exposed skin thoroughly after handling. Wear protective gloves/protective clothing/eye
protection/face protection. Avoid breathing dust/fume/gas/mist/vapours/spray. Contaminated work clothing should not be
allowed out of the workplace. IF ON SKIN: Wash with plenty of soap and water. Specific treatment (see supplemental first
aid instructions on this label). Take off all contaminated clothing and wash it before reuse. If skin irritation or rash occurs:
Get medical advice/attention. Dispose of contents/container in accordance with local and national regulations.

Miscellaneous Statements:
IMPORTANT!  Use mechanical exhaust ventilation when heat-curing material.

GHS Symbols (if required):  
−⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯−− 
The ® indicates a Registered Trademark in the United States and the ™ indicates a trademark in the United States. The
mark may also be registered, subject of an application for registration, or a trademark in other countries.
−⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯−− 
Right-to-know data for  CAS No. / Component

Before handling this material, read Safety Data Sheet # 0057022  for more detailed safety, health and environmental data.

The following components of this product are listed in accordance with right-to-know laws:

Component / CAS No.
Nylon 24993-04-2
Polyethylene 9002-88-4
Fiberglass -
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MTM® 46 Prepreg

Component / CAS No.
Aromatic glycidyl derivative #2 -
Epoxy/Phenolic resin -
Aliphatic amine #3 -
May be supplied on one of the following
carrier(s):

-

Silica, vitreous 60676-86-0
Aramid fiber 26125-61-1
Carbon Fiber 7440-44-0
Poly(aromatic glycidyl ether) #2 -
Polyester -

NJTSRN:
00901401000-8363
00901401000-5860
00901401000-5142
00901401000-5146
00901401000-5152
00901401000-5011

−⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯−− 
Standard Packaging Statements:

Drums:
ATTENTION - Container headspace may contain hazardous gas or vapor.  Open container with care, using
adequate ventilation and avoiding ignition sources.  Do not use air pressure or apply heat with open flame to
remove contents of container.  After emptied, container may retain solid, liquid, and/or vapor residues.  Continue to
observe all precautions, if any, on label. Do not cut, puncture, torch, or weld on or near emptied container. Do not
use for other purposes.

Bags:
ATTENTION - After emptying, bag may retain solid, liquid, and/or vapor residues.  Continue to observe all
precautions, if any, on label. Do not cut, puncture, torch, or weld on or near emptied container. Do not use for other
purposes.

Tank car/truck (bulk):
ATTENTION - Container headspace may contain hazardous gas or vapor.  Open container with care, using
adequate ventilation and avoiding ignition sources.  DO NOT REMOVE TAG UNTIL TANK IS CLEANED.

Cylinders:
ATTENTION - Cylinder contains gas or liquid under pressure.  Using equipment rated for cylinder pressure, open
valves slowly with care, using adequate ventilation and avoiding ignition sources.  When cylinder is empty and
disconnected, ensure threaded plugs are properly inserted in valve openings as the cylinder will contain residues.
Continue to observe all precautions on label. Protect cylinders from physical damage; do not drag, roll, slide, or
drop. Do not cut, puncture, torch, or weld on or near emptied cylinder. Do not use for other purposes.

−⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯−− 
CYTEC INDUSTRIES INC., 504 CARNEGIE CENTER, PRINCETON, NJ 08540 USA; Telephone: +1-973-357-3193;
Emergency Telephone: 800 424 9300 (Within US,Canada)
 +1 (703) 527-3887 (International)
EMERGENCY PHONE (24 hours/day) - For emergency only involving spill, leak, fire, exposure or accident call:
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MTM® 46 Prepreg

Asia Pacific:
   Australia - +61 2 8014 4558 (Carechem24)
   China (PRC) - +86 0532 83889090 (NRCC)  +86 512 8090 3042 (Carechem24)
   New Guinea - +61 2 8014 4558 (Carechem24)
   New Zealand - +64 9 929 1483 (Carechem24)
   India, Japan, Korea, Malaysia, Thailand - +65 3158 1074 (Carechem24 Singapore)
   India (Hindi Speaking Only) - +65 3158 1198 or 000800 100 7479 (Carechem24 Singapore)
Canada: 800 424 9300 (Within US,Canada) +1 (703) 527-3887 (International) (CHEMTREC)
Europe/Africa/Middle East (Carechem24 UK):
   Europe, Middle East, Africa, Israel - +44 1235 239 670
  (Arabic speaking countries) - +44  1235 239 671
Latin America:
   Brazil -  +55 11 3197 5891 (Carechem24)
   Chile - +56 2 2582 9336 (Carechem24)
   All Others - +44  1235 239 670 (Carechem24 UK)
USA: 800 424 9300 (Within US,Canada)   +1 (703) 527-3887 (International) (CHEMTREC)

−⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯−− 
Flash Point: Not applicable
−⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯−− 
NSF (National Sanitation Foundation)

NSF Statements/Maximum Usage: Not applicable/Not approved
−⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯−− 
Dangerous Goods Transport Classification - only incorporate on product label if needed.
US DOT

Dangerous Goods?  Not applicable/Not regulated
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